Visibility. Recognition. Safety.

HOOD COVER INSTALLATION INSTRUCTIONS
1. Ensure engine is off and cool before installing the Hood Cover.
2. Open hood to the safe and locked or supported open position in accordance with you vehicle owners’ manual.
3. Loosely drape the Hood Cover over open hood. Ensure emblem is correctly positioned (see Diagram A).
4. Hook the Hood Cover under to the back corners of the hood (by the windshield).  
5. Pull the Hood Cover toward the front of the hood. Hook the Hood Cover under the front corners of the hood.
6. L
 ocate the passenger side corner fitting straps. Connect the straps using the strap fasteners (see Diagram B).
Repeat for drivers’ side.
7. Locate center fitting straps (see Diagram C). Connect the straps using the strap fasteners.
8. E
 nsure FUNERAL emblem is centered and the Hood Cover is tucked under the entire perimeter of hood.
Adjust if necessary.
9. Tighten all straps to achieve a snug fit.
10. Ensure Hood Cover does not obstruct the hood safety latch. Adjust the hood cover if necessary.
11. While closing the hood, ensure excess fabric and straps are away from the engine. Adjust if necessary.

Diagram A

Diagram B

Diagram C

HOOD COVER Removal INSTRUCTIONS
1. Ensure engine is off and cool before removing the Hood Cover.
2. Open hood to the safe and locked or supported open position in accordance with you vehicle owners’ manual.
3. Release the side corner and center fitting straps. WARNING buckles may be hot.
4. Unhook the Hood Cover from all corners of the hood.
5. Gently remove to ensure buckles do not scratch vehicle.

ATTENTION:
Warnings and Purchase Terms and Conditions
PLEASE NOTE THE FOLLOWING
Please visit www.professionalprocessions.com for full Terms and Conditions of Purchase.
1. Read all of the enclosed instructions before attempting to use or install this product.
2. Follow all of the enclosed instructions regarding the installation and use of the product.
3. This product is made of polyester/spandex fabric. Inspect frequently to make certain that it is properly installed
and to check for wear and tear. Discontinue using the product if it shows signs of wear and tear, or improper fit.
Failure to do so, may cause the product to come loose and affect the safe operation of the vehicle, which could
lead to an accident, damage, injury or death.
4. Do not install the product other than as described in the enclosed instructions.
5. Do not use the product for any purpose other than the use described in the enclosed instructions.
6. Failure to follow the instructions enclosed with this product, installing the product other than as described in the
enclosed instructions, and/or using the product for any purpose other than its intended use constitutes misuse
of the product, which may result in personal injury or property damage. The Purchaser hereby expressly waives
any and all liability for any losses, expenses and damages whatsoever, including but not limited to personal
injury or property damage resulting from any cause, including but not limited to misuse of the product, breach
of contract, negligence, breach of any statutory or common law duty of care, failure to follow the enclosed
instructions, and any other cause.
7. The Purchaser hereby expressly waives any and all liability of INEX Professional Processions Inc. for any
consequential, incidental or indirect damages, including damages for loss of business profits, resulting from
any cause, including but not limited to the misuse, use or inability to use the product.
8. INEX PROFESSIONAL PROCESSIONS INC. AND ITS DIRECTORS, OFFICERS, AGENTS AND EMPLOYEES
MAKE NO WARRANTIES, EXPRESS OR IMPLIED REGARDING THE PRODUCT, INCLUDING, WITHOUT
LIMITATION THE IMPLIED WARRANTIES OF MERCHANTABILITY AND OF FITNESS FOR A PARTICULAR
PURPOSE.

For more information: sales@professionalprocessions.com 855.749.9990   www.professionalprocessions.com
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